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� Modbus® � 4 �� !"#�$

��  I/O ��

� LED ��  Modbus® � 16 �� !"#$%&'

ADAM-4024
ADAM-4050
ADAM-4051

��

�� !"
� �� !" 12 �
� �� 4
� �� ! mA, V
� �� ! 0 � 20 mA�4 � 20

mA�� 10 V
� �� ! 3000 VDC

� �� ! 0.5 Ω
� �� �� ! � 0.1 %��

�� !

�� ! � 0.1 %��

�� !
� �� �� ! � 0.015 %
� �� �� !��30 µV/º C

�� !��0.2 µA/º C
� �� !"#$ � 25 ppm/º C
� �� !"#$ 0.125 ~ 128 mA/sec.

0.0625 ~ 64.0 V/sec.
� �� !"# 0 � 500 Ω (�)

�� !"#$%
� �� !"#$ ���4

�� ! 0�+1 V�� !
�� ! 1�10 ~ 30 VDC

�� !"#$%
� �� ! ��  +10 ~ +30 VDC

� �� 3 W @ 24 VDC

�� !
� ADAM-4024 � Modbus® � 4 ��

�� !"# - V � mA

��

�� !"
� �� 7

�� ! 0�+1 V�� !
�� ! 1�+3.5 V ~
+30 V
�� !�0.5 mA�

� +5 V �� !" 10
kΩ�

�� !"
� �� 8

�� !" 30 V�

30 mA �� !
�� !�300 mΩ

�� !"#$%

��
� �� ! �� 

+10 ~ +30 VDC

� �� 0.4 W @ 24 VDC

�� !
� ADAM-4050 ��  I/O ��

��

�� !"
� �� 16
� �� ! 50 V�� !
� �� ! " �� !"

�� �

�� ! 0���

�� ! 1���

�� �

�� ! 0�+3 V�� !
�� ! 1�+10 � 50 V

� �� 2,500 VDC

� �� ! 70 VDC

�� !"#$%
� �� 1 W @ 24 VDC (��)
� LED �� ���� !

���� !"

�� !
� ADAM-4051 � LED ��  Modbus®

� 16 �� !"#$%
��

ADAM-4024 ADAM-4050 ADAM-4051



�� DA&C ��13-26

�� !ADAM 4000��
�� !

��
� RS-485�2 ���� 

� ���1200, 2400, 4800, 9600, 19200, 38400, 57600, 115200 bps
�ADAM-4080�ADAM-4080D �� ! 38400bps�

� �� !"#�4000 �� (1.2 ��)
� �� !" LED ��
� ASCII �� /�� !
� �� !"#$%&'()

� �� !"#�1 �� �!8 �� �!1 �� �!�� 
� �� !"#$%& 256 �� 
� �� !"#

� RS-485 �� !"#$%&

�� !
� ��  +10 ~ +30 V

DC

� �� !"#

�� !
� �� ABS �� �� !"
� �� !" ���  0.5 mm2  � 2.5 mm2�
�� 1-#12 � 2-#14 ~ #22 AWG

��
� �� ! -10 ~ 70º C (14  ~ 158 ºF)
� EMI �� FCC Class A
� �� ! -25 ~ 85º C (-13 ~185 ºF)
� �� 5 ~ 95%��� 

��

�����


